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LIQUID CRYSTAL ALIGNMENT TEST
APPARATUS AND METHOD

TECHNICAL FIELD OF THE INVENTION

The present invention relates to test apparatuses, and
more particularly, to a liquid crystal alignment test apparatus
and a method thereof.

BACKGROUND OF THE INVENTION

Nowadays, liquid crystal display (LCD) panel are broadly
used in LCD devices and LCD televisions. A usual process-
ing of producing the LCD panel is by using an integrated
substrate to cut to a number of LCD panel. For the integrated
substrate, it is need to be aligned using a HVA photo-
alignment method, namely, when the substrate is applied
voltage, through applying ultraviolet (UV) light to irradiate
the substrate to cause monomers of the substrate to reflect,
then achieving the alignment. Nowadays, the HVA photo-
alignment method is broadly used in thin film transistor
(TFT) LCD industry. In order to guarantee the liquid crystals
to form a predetermined angle under the irradiation of the
UV light, an ultraviolet photo-alignment device (HVA
device) is provided to apply voltage to the substrate via a
power providing device to cause the liquid crystals to rotate
to the predetermined angle. Usually, the edge of the substrate
includes a number of signal input ports, the signal input
ports includes a color film common electrode signal input
port, a blue signal input port, a green signal input port, a red
signal input port, an odd gate signal input port, an even gate
signal input port, and an array common electrode signal
input port. Usually, the UVA device applies corresponding
voltages to the signal input ports of the substrate via the
power providing device to execute the HVA photo-align-
ment. Usually, in order to guarantee the HVA photo-align-
ment is qualified, there is need to use an alignment test
apparatus to test whether the HVA photo-alignment is quali-
fied. Therein, the alignment test apparatus is like the HVA
device and needs the voltage providing device to apply
voltage to the substrate, and then determines whether the
HVA photo-alignment is unqualified by check images of the
substrate. However, when alignment test apparatus deter-
mines the HVA photo-alignment is unqualified, and if the
unqualified HVA photo-alignment is not caused by the HVA
device, there is need to turn off the alignment test apparatus.
And then need to test resistance values between each two
signal input ports of the substrate by a voltmeter manually,
then to determine whether there is at least two signal input
ports are short circuited to determine the qualified causation.

However, when the alignment test apparatus is turned on,
it could not to test other substrates, and the general mode
needs to test by a voltmeter manually, which wasting time.

SUMMARY OF THE INVENTION

The present invention provides a liquid crystal alignment
test apparatus and method, do not need to turn off the liquid
crystal alignment test apparatus which capable of testing
whether the photo-alignment is qualified and testing resis-
tance values of the signal input ports to determine the
unqualified causation.

A liquid crystal alignment test apparatus, configured to
test a liquid crystal array substrate has been aligned, the
liquid crystal array substrate comprises a color film common
electrode signal input port, a blue signal input port, a green
signal input port, a red signal input port, an odd gate signal
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input port, an even gate signal input port, and an array
common electrode signal input port setting at edges of the
liquid crystal array substrate; wherein, the liquid crystal
alignment test apparatus comprising: a probe tool compris-
ing a plurality of probe ports, wherein, each probe port
comprises a first probe and a second probe, the probe ports
are configured to respective electrically contacted with the
color film common electrode signal input port, the blue
signal input port, the green signal input port, the red signal
input port, the odd gate signal input port, the even gate signal
input port, and the array common electrode signal input port,
when the liquid crystal array substrate is being tested; a
power providing device comprising a plurality of voltage
output ports, wherein, the voltage output ports are respec-
tively connected to the first probe of each probe port, the
power providing device applies corresponding voltage to the
color film common electrode signal input port, the blue
signal input port, the green signal input port, the red signal
input port, the odd gate signal input port, the even gate signal
input port, and the array common electrode signal input port
of'the liquid crystal array substrate via the first probes of the
probe ports, and then to execute an image check for the
liquid crystal array substrate to judge whether the alignment
of the liquid crystal array substrate is qualified; and a
resistance detection device comprising a plurality of con-
necting ports, wherein, the connecting ports are respectively
connected to the second probe of each probe port, the
resistance detection device is configured to detect resistance
values of each two second probes to obtain resistance values
of each two of the color film common electrode signal input
port, the blue signal input port, the green signal input port,
the red signal input port, the odd gate signal input port, the
even gate signal input port, and the array common electrode
signal input port of the liquid crystal array substrate, when
the image check is finished; thus judging whether there is a
short-circuit between these signal input ports.

Therein, the resistance detection device comprises a pro-
grammable logic circuit (PLC) switch and a voltmeter
comprising two connectors, the PLC switch is connected
between the two connectors of the voltmeter and the con-
necting ports of the resistance detection circuit, and is
configured to connect the two connectors with each two
connecting ports of the voltmeter in sequence; thus making
the two connectors are connected to each two second probes
of the probe ports in sequence and the voltmeter detects the
resistance value of each two of the color film common
electrode signal input port, the blue signal input port, the
green signal input port, the red signal input port, the odd gate
signal input port, the even gate signal input port, and the
array common electrode signal input port of the liquid
crystal array substrate in sequence.

Therein, when the resistance detection device detects the
resistance value of the two signal input ports is less than a
certain value, such as kilo ohm level, thus indicating the two
signal input ports are short-circuited.

Therein, the liquid crystal alignment test apparatus further
comprises a display device and programmable logic circuits,
the display device is connected to the power providing
device and the resistance detection device via the program-
mable logic circuits.

Therein, the voltages applied to the liquid crystal array
substrate via the power providing device are also transmitted
to the display device to display via the programmable logic
circuit, and then are provided for the user to check whether
the applied voltages are correct.

Therein, the resistance value detected by the resistance
detection circuit is transmitted to the display device to
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display via the programmable logic circuit, and then is
provided to the user to judge whether the signal input ports
are short-circuited.

Therein, the display device is a liquid crystal television or
a liquid crystal display.

A liquid crystal alignment test method, comprising: con-
necting a liquid crystal array substrate to be tested with a
liquid crystal alignment test apparatus, wherein, the liquid
crystal array substrate comprises a plurality of signal input
ports, the liquid crystal alignment test apparatus comprises
a probe tool, a power providing device, and a resistance
detection device; the probe tool comprises a plurality of
probe ports, each probe port comprises a first probe and a
second probe, the probe ports are respective electrically
contacted with the signal input ports of the liquid crystal
array substrate; applying corresponding voltages to the
signal input ports of the liquid crystal array substrate via a
voltage providing device and to execute an image check for
the liquid crystal array substrate; and detecting resistance
values of each two signal input ports of the liquid crystal
array substrate via the resistance detection device to judge
whether each two of the signal input ports are short-
circuited.

Therein, the power providing device comprises a plurality
of voltage output ports respectively connected to the first
probe of each probe port, the step of applying corresponding
voltages to the signal input ports of the liquid crystal array
substrate via a voltage providing device and to execute an
image check for the liquid crystal array substrate comprises:
applying corresponding voltages to the signal input ports of
the liquid crystal array substrate via the first probe of each
probe and to execute the image check for the liquid crystal
array substrate.

Therein, resistance detection device comprises a plurality
of connecting ports respectively connected to the second
probe of each probe port, the step of detecting resistance
values of each two signal input ports of the liquid crystal
array substrate via the resistance detection device comprises:
detecting resistance values of each two second probes to
obtain the resistance value of each two signal input ports of
the liquid crystal array substrate via the resistance detection
device.

Therein, the method further comprising: transmitting the
resistance value detected by the resistance detection circuit
to a display device to display via a programmable logic
circuit.

The liquid crystal alignment test apparatus and method,
do not need to turn off the liquid crystal alignment test
apparatus and also capable of testing the liquid crystal
alignment and testing short-circuit of signal input ports of
the liquid crystal array substrate.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a schematic diagram of a liquid crystal align-
ment test apparatus of an embodiment;

FIG. 2 is a schematic diagram of a resistance detection
device of a liquid crystal alignment test apparatus of an
embodiment; and

FIG. 3 is a flowchart illustrating a liquid crystal alignment
test method of an embodiment.

DETAILED DESCRIPTION OF THE
PREFERRED EMBODIMENTS

Referring to FIG. 1, a liquid crystal alignment test appa-
ratus 100 is illustrated. The liquid crystal alignment test
apparatus 100 is used to test a liquid crystal array substrate
200 has been aligned.
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The liquid crystal array substrate 200 includes a color film
common electrode signal input port CP1, a blue signal input
port CP2, a green signal input port CP3, a red signal input
port CP4, an odd gate signal input port CP5, an even gate
signal input port CP6, and an array common electrode signal
input port CP7.

The liquid crystal alignment test apparatus 100 includes a
probe tool 10, a power providing device 20, and a resistance
detection device 30.

The probe tool 10 includes a number of probe ports
P1~P7, each probe port includes a first probe SP1 and a
second probe SP2. The probe ports P1~P7 are used to
respective electrically contacted with the color film common
electrode signal input port CP1, the blue signal input port
CP2, the green signal input port CP3, the red signal input
port CP4, the odd gate signal input port CP5, the even gate
signal input port CP6, and the array common electrode
signal input port CP7, when the liquid crystal array substrate
200 is being tested.

The first probe SP1 and the second probe SP2 of each
probe port are used to connect to the same signal input port
of the liquid crystal array substrate 200. For example, the
first probe SP1 and the second probe SP2 of the probe port
P1 are electrically contacted with the color film common
electrode signal input port CP1. The first probe SP1 and the
second probe SP2 of the probe port P2 are electrically
contacted with the blue signal input port CP2. The first probe
SP1 and the second probe SP3 of the probe port P3 are
electrically contacted with the green signal input port CP3.
The first probe SP1 and the second probe SP2 of the probe
port P4 are electrically contacted with the red signal input
port CP4. The first probe SP1 and the second probe SP2 of
the probe port P5 are electrically contacted with the odd gate
signal input port CP5. The first probe SP1 and the second
probe SP2 of the probe port P6 are electrically contacted
with the even gate signal input port CP6. The first probe SP1
and the second probe SP2 of the probe port P7 are electri-
cally contacted with the array common electrode signal
input port CP7.

The power providing device 20 includes a number of
voltage output ports 21, the voltage output ports 21 are
respectively connected to the first probe SP1 of each probe
port. The power providing device 20 is electrically con-
nected to the color film common electrode signal input port
CP1, the blue signal input port CP2, the green signal input
port CP3, the red signal input port CP4, the odd gate signal
input port CP5, the even gate signal input port CP6, and the
array common electrode signal input port CP7 of the liquid
crystal array substrate 200 via the first probes SP1 of the
probe ports P1~P7.

The resistance detection device 30 includes a number of
connecting ports 31, the connecting ports 31 are respectively
connected to the second probe SP1 of each probe port. The
resistance detection device 30 is electrically connected to the
color film common electrode signal input port CP1, the blue
signal input port CP2, the green signal input port CP3, the
red signal input port CP4, the odd gate signal input port CP5,
the even gate signal input port CP6, and the array common
electrode signal input port CP7 of the liquid crystal array
substrate 200 via the second probes SP2 of the probe ports
P1~P7.

Therein, when the liquid crystal alignment test apparatus
100 tests the liquid crystal alignment of the liquid crystal
array substrate 200, through the power providing device to
apply corresponding voltage to the color film common
electrode signal input port CP1, the blue signal input port
CP2, the green signal input port CP3, the red signal input
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port CP4, the odd gate signal input port CP5, the even gate
signal input port CP6, and the array common electrode
signal input port CP7. And then to judge whether the
alignment is qualified by executing an image check for the
liquid crystal array substrate 200. The image check method
is the same as prior art, the detail description is omitted
herein.

When the image check for the liquid crystal array sub-
strate 200 is finished, the power providing device 30 stops
applying the voltage to the liquid crystal array substrate 200.

The resistance detection device 30 is used to detect
resistance values of each two second probes SP2 to obtain
the resistance values of each two of the color film common
electrode signal input port CP1, the blue signal input port
CP2, the green signal input port CP3, the red signal input
port CP4, the odd gate signal input port CP5, the even gate
signal input port CP6, and the array common electrode
signal input port CP7 of the liquid crystal array substrate
200, when the image check is finished. Thus judging
whether there is a short-circuit between the color film
common electrode signal input port CP1, the blue signal
input port CP2, the green signal input port CP3, the red
signal input port CP4, the odd gate signal input port CP5, the
even gate signal input port CP6, and the array common
electrode signal input port CP7, according to the resistance
value of each two of these signal input ports. If there is the
short-circuit, then determines the two signal input ports
which are short circuited, which is provided to a user to
repair.

Referring also to FIG. 2. In detail, the resistance detection
device 30 includes a voltmeter VM including two connec-
tors C1, C2, and a programmable logic circuit (PLC) switch
PS. The PLC switch is connected between the two connec-
tors C1 and C2, and the connecting ports 31, and is used to
connect the two connectors C1, C2 with each two connect-
ing ports 31 in sequence. Thus making the two connectors
C1, C2 are connected to each two second probes SP2 of the
probe ports P1~P7 in sequence. As described above, the
second probes SP2 of the probe ports P1~P7 are respectively
connected to the color film common electrode signal input
port CP1, the blue signal input port CP2, the green signal
input port CP3, the red signal input port CP4, the odd gate
signal input port CP5, the even gate signal input port CP6,
and the array common electrode signal input port CP7 of the
liquid crystal array substrate 200. Therefore, the two con-
nectors C1 and C2 of the two connectors C1 and C2 are
respectively connected to each two of the color film com-
mon electrode signal input port CP1, the blue signal input
port CP2, the green signal input port CP3, the red signal
input port CP4, the odd gate signal input port CP5, the even
gate signal input port CP6, and the array common electrode
signal input port CP7 of the liquid crystal array substrate
200. Therefore, the resistance value detected from the volt-
meter VM currently is equal to the resistance value of two
second probes SP2 connected to the two connectors C1, C2
currently, and is also equal to the resistance value of the two
signal input ports connected to the two second probes SP2
currently.

The voltmeter VM respectively detects the resistance
value of each two of the color film common electrode signal
input port CP1, the blue signal input port CP2, the green
signal input port CP3, the red signal input port CP4, the odd
gate signal input port CP5, the even gate signal input port
CP6, and the array common electrode signal input port CP7
of the liquid crystal array substrate 200. The resistance
values are provided to judge whether there is the short-
circuit between the color film common electrode signal input
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port CP1, the blue signal input port CP2, the green signal
input port CP3, the red signal input port CP4, the odd gate
signal input port CP5, the even gate signal input port CP6,
and the array common electrode signal input port CP7.

In detail, when the resistance value of the two signal input
ports detected from the voltmeter VM is less than a certain
value, such as kilo ohm level, thus indicating the two signal
input ports are short-circuited.

Therein, as shown in FIG. 1, the liquid crystal alignment
test apparatus 100 also includes a display device 40 and
programmable logic circuits 50. The display device 40 is
connected to the power providing device 20 and the resis-
tance detection device 30 via the programmable logic cir-
cuits 50. As shown in FIG. 1, in the embodiment, the display
device 40 is connected to the power providing device 20 and
the resistance detection device 30 via two different program-
mable logic circuits 50. In another embodiment, the display
device 40 is connected to the power providing device 20 and
the resistance detection device 30 only via one program-
mable logic circuit 50.

Therein, a detection result of the resistance detection
device 30, namely the resistance value detected by the
voltmeter VM is transmitted to the display device 40 to
display via the programmable logic circuit 50. Then pro-
vided to the user to judge whether the signal input ports are
short-circuited. Obviously, the user also can read the resis-
tance value of two signal input ports from the voltmeter VM
to judge whether the two signal input ports are short-
circuited.

The voltages applied to the liquid crystal array substrate
200 via the power providing device 20 is also transmitted to
the display device 40 to display via the programmable logic
circuit 50, which are provided for the user to check whether
the applied voltages are correct.

The display device 40 can be a liquid crystal television or
a liquid crystal display.

Referring to FIG. 3, a liquid crystal alignment testing
method is illustrated. At first, connecting the liquid crystal
alignment test apparatus 100 with the liquid crystal array
substrate 200 to be tested (S301). Therein, the probe ports
P1~P7 of the probe tool 10 of the liquid crystal alignment
test apparatus 100 are respective electrically contacted with
the color film common electrode signal input port CP1, the
blue signal input port CP2, the green signal input port CP3,
the red signal input port CP4, the odd gate signal input port
CP5, the even gate signal input port CP6, and the array
common electrode signal input port CP7 of the liquid crystal
array substrate 200.

The voltage providing device 20 applies corresponding
voltages to the signal input ports of the liquid crystal array
substrate 200 to execute an image check for the liquid crystal
array substrate 200 (S302). Therein, the voltage providing
device applies corresponding voltages to the signal input
ports of the liquid crystal array substrate 200 via the first
probe SP1 of each probe to execute the image check for the
liquid crystal array substrate 200 (S303).

The resistance detection device 30 detects resistance
values of each two signal input ports of the liquid crystal
array substrate 200 (S305). In detail, the resistance detection
device 30 detects resistance values of each two second
probes SP2 to obtain the resistance values of each two signal
input ports of the liquid crystal array substrate 200. When
the resistance value of the two signal input ports is less than
a certain value, that indicating the two signal input ports are
short-circuited.

Transmitting the resistance value detected by the resis-
tance detection device 30 to the display device 40 to display
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via the programmable logic circuit 50, which is provided to
the user to judge whether the signal input ports of the liquid
crystal array substrate 200 are short-circuited (S307).

In the embodiment, the method also includes: transmitting
the voltages applied to the liquid crystal array substrate 200
to the display device 40 to display via the programmable
logic circuit 50, which are provided for the user to check
whether the applied voltages are correct.

The liquid crystal alignment test apparatus 100 and
method of the present invention, do not need to turn off the
liquid crystal alignment test apparatus 100, also can execute
the image check and a short-circuit test of the signal input
ports of the liquid crystal array substrate 200.

The present invention may be embodied in other forms
without departing from the spirit or novel characteristics
thereof. The embodiments disclosed in this application are to
be considered in all respects as illustrative and not limitative.
The scope of the invention is indicated by the appended
claims rather than by the foregoing description; and all
changes which come within the meaning and range of
equivalency of the claims are intended to be embraced
therein.

What is claimed is:

1. A liquid crystal alignment test apparatus, configured to
test a liquid crystal array substrate that has been aligned, the
liquid crystal array substrate comprises a color film common
electrode signal input port, a blue signal input port, a green
signal input port, a red signal input port, an odd gate signal
input port, an even gate signal input port, and an array
common electrode signal input port setting at edges of the
liquid crystal array substrate; wherein, the liquid crystal
alignment test apparatus comprising;

a probe tool comprising a plurality of probe ports,
wherein, each probe port comprises a first probe and a
second probe, the probe ports are configured to be
respectively electrically contacted with the color film
common electrode signal input port, the blue signal
input port, the green signal input port, the red signal
input port, the odd gate signal input port, the even gate
signal input port, and the array common electrode
signal input port, when the liquid crystal array substrate
is being tested;

a power providing device comprising a plurality of volt-
age output ports, wherein, the voltage output ports are
respectively connected to the first probe of each probe
port, the power providing device applies corresponding
voltage to the color film common electrode signal input
port, the blue signal input port, the green signal input
port, the red signal input port, the odd gate signal input
port, the even gate signal input port, and the array
common electrode signal input port of the liquid crystal
array substrate via the first probes of the probe ports,
and then to execute an image check for the liquid
crystal array substrate to judge whether the alignment
of the liquid crystal array substrate is qualified; and

a resistance detection device comprising a plurality of
connecting ports, wherein, the connecting ports are
respectively connected to the second probe of each
probe port, the resistance detection device is configured
to detect resistance values between each two second
probes to obtain resistance values MAI between each
two of the color film common electrode signal input
port, the blue signal input port, the green signal input
port, the red signal input port, the odd gate signal input
port, the even gate signal input port, and the array
common electrode signal input port of the liquid crystal
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array substrate, when the image check is finished; thus
judging whether there is a short-circuit between these
signal input ports.

2. A liquid crystal alignment test apparatus, configured to
test a liquid crystal array substrate that has been aligned, the
liquid crystal array substrate comprises a color film common
electrode signal input port, a blue signal input port, a green
signal input port, a red signal input port, an odd gate signal
input port an even gate signal input port, and an array
common electrode signal input port setting at edges of the
liquid crystal array substrate: wherein, the liquid crystal
alignment test apparatus comprising:

a probe tool comprising a plurality of probe ports,
wherein, each probe port comprises a first probe and a
second probe, the probe ports are configured to be
respectively electrically contacted with the color film
common electrode signal input port, the blue signal
input port, the green signal input port, the red signal
input port, the odd gate signal input port, the even gate
signal input port, and the array common electrode
signal input port, when the liquid crystal array substrate
is being tested;

a power providing device comprising a plurality of volt-
age output ports, wherein, the voltage output ports are
respectively connected to the first probe of each probe
port, the power providing device applies corresponding
voltage to the color film common electrode signal input
port the blue signal input port, the green signal input
port, the red signal input port, the odd gate signal input
port, the even gate signal input port, and the array
common electrode signal input port of the liquid crystal
array substrate via the first probes of the probe ports,
and then to execute an image check for the liquid
crystal array substrate to judge whether the alignment
of the liquid crystal array substrate is qualified; and

a resistance detection device comprising a plurality of
connecting ports, wherein, the connecting ports are
respectively connected to the second probe of each
probe port, the resistance detection device is configured
to detect resistance values between each two second
probes to obtain resistance values between each two of
the color film common electrode signal input port, the
blue signal input port, the green signal input port, the
red signal input port, the odd gate signal input port, the
even gate signal input port, and the array common
electrode signal input port of the liquid crystal array
substrate, when the image check is finished; thus judg-
ing whether there is a short-circuit between these signal
input ports, wherein the resistance detection device
comprises a programmable logic circuit (PLC) switch
and a voltmeter comprising two connectors, the PLC
switch is connected between the two connectors of the
voltmeter and the connecting ports of the resistance
detection circuit, and is configured to connect the two
connectors with each two connecting ports of the
voltmeter in sequence; thus making the two connectors
be connected to each two of the second probes of the
probe ports in sequence and the voltmeter detects the
resistance value between each two of the color film
common electrode signal input port, the blue signal
input port, the green signal input port, the red signal
input port, the odd gate signal input port, the even gate
signal input port, and the array common electrode
signal input port of the liquid crystal array substrate in
sequence.

3. The test apparatus of claim 1 or 2, wherein when the

resistance detection device detects the resistance value of the
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two signal input ports is less than a certain value, such as
kilo ohm level, thus indicating the two signal input ports are
short-circuited.

4. The test apparatus of claim 1, wherein the liquid crystal
alignment test apparatus further comprises a display device
and programmable logic circuits, the display device is
connected to the power providing device and the resistance
detection device via the programmable logic circuits.

5. The test apparatus of claim 4, wherein the voltages
applied to the liquid crystal array substrate via the power
providing device are also transmitted to the display device to
display via the programmable logic circuit, and then are
provided for the user to check whether the applied voltages
are correct.

6. The test apparatus of claim 3, wherein the resistance
value detected by the resistance detection circuit is trans-
mitted to the display device to display via the programmable
logic circuit, and then is provided to the user to judge
whether the signal input ports are short-circuited.

7. The test apparatus of claim 4, wherein the display
device is a liquid crystal television or a liquid crystal display.
8. A liquid crystal alignment test method, comprising:
connecting a liquid crystal array substrate to be tested

with a liquid crystal alignment test apparatus, wherein,
the liquid crystal array substrate comprises a plurality
of signal input ports, the liquid crystal alignment test
apparatus comprises a probe tool, a power providing
device, and a resistance detection device; the probe tool
comprises a plurality of probe ports, each probe port
comprises a first probe and a second probe, the probe
ports are respective electrically contacted with the
signal input ports of the liquid crystal array substrate;
applying corresponding voltages to the signal input ports
of the liquid crystal array substrate via a voltage
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providing device and to execute an image check for the
liquid crystal array substrate; and

detecting resistance values between each two signal input

ports of the liquid crystal array substrate via the resis-
tance detection device to judge whether any two of the
signal input ports are short-circuited.

9. The method of claim 8, wherein the power providing
device comprises a plurality of voltage output ports respec-
tively connected to the first probe of each probe port, the step
of applying corresponding voltages to the signal input ports
of the liquid crystal array substrate via a voltage providing
device and to execute an image check for the liquid crystal
array substrate comprises:

applying corresponding voltages to the signal input ports

of the liquid crystal array substrate via the first probe of
each probe and to execute the image check for the
liquid crystal array substrate.

10. The method of claim 8, wherein resistance detection
device comprises a plurality of connecting ports respectively
connected to the second probe of each probe port, the step
of detecting resistance values between each two signal input
ports of the liquid crystal allay substrate via the resistance
detection device comprises:

detecting resistance values between each two second

probes to obtain the resistance value between each two
signal input ports of the liquid crystal array substrate
via the resistance detection device.

11. The method of claim 8, further comprising:

transmitting the resistance value detected by the resis-

tance detection circuit to a display device to display via
a programmable logic circuit.
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